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0303  DIAMOND BLADES - DRY CUT 
 • Diamond blades without need of water for cooling.  

 • For cutting hard porcelain tiles with the best performance.
• Specially recommended for straight cuts and high speed cutting.
• Not for miter.
• Thanks to J-Slot typology, this disc increases cutting speed on very hard porcelain 

tiles, while reducing the stresses generated through out the cut.
• It's original design is for dry cutting, but also allows wet cutting. 

  REF      
  CPJ 115 SUPERPRO   32932 

  4 1/2"
115 mm 

  7/8"
22.2 mm 

  0.055"
1.4 mm 

  1/4"
7 mm 

  1  

  CPJ 125 SUPERPRO   32933 
  5"

125 mm 
  7/8"

22.2 mm 
  0.055"
1.4 mm 

  1/4"
7 mm 

  1  

 Porcelain Tiles J-Slot Diamond Blade (CPJ) 

 • Recommended blades to cut abrasive materials such as bricks, calcareous terrazzo, 
marble, sandstone.

• Only for straight cuts, not suitable for mitering.
 

  REF      
  SON 115 SUPERPRO   32902 

  4 1/2"
115 mm 

  7/8"
22.2 mm 

  0.085"
2.2 mm 

  1/4"
7 mm 

  1  

  SON 125 SUPERPRO   32903 
  5"

125 mm 
  7/8"

22.2 mm 
  0.085"
2.2 mm 

  1/4"
7 mm 

  1  

  SON 230 SUPERPRO   32908 
  9"

230 mm 
  7/8"

22.2 mm 
  0.100"
2.6 mm 

  1/4"
7 mm 

  1  

 Abrasive materials segmented diamond blade (SON) 

 • Recommended electroplated diamond blade to cut marble, limestone and fibers.
• Less vibration. To cut those materials with high risk of breaking, as marble and fibers.
• Only for straight cuts, not suitable for mitering. 

  REF      
  EMG 115 SUPERPRO   30995 

  4 1/2"
115 mm 

  7/8"
22.2 mm 

  0.095"
2.5 mm 

  1/8"
3 mm 

  1  

  EMG 125 SUPERPRO   30996 
  5"

125 mm 
  7/8"

22.2 mm 
  0.095"
2.5 mm 

  1/8"
3 mm 

  1  

  EMG 230 SUPERPRO   30997 
  9"

230 mm 
  7/8"

22.2 mm 
  0.120"
3 mm 

  1/8"
3 mm 

  1  

 Marble electroplated diamond blade (EMG) 

 • For cutting and grinding natural stone, all kind of ceramic tiles and synthetic materials.
• High speed of cut. Fine grinding finish. For materials with <25 mm. thickness.
• Electroplated continous rim blade.
• Two-sided and reversible blade for a better performance.
• For grinders use. Connection: M14 thread. 

  REF      
  ECD 115 2IN1 SUPERPRO   31964 

  4 1/2"
115 mm 

  0"
M14 mm 

  0.070"
1.8 mm 

  1/4"
5.6 mm 

  1  

  ECD 125 2IN1 SUPERPRO   31965 
  5"

125 mm 
  0"

M14 mm 
  0.070"
1.8 mm 

  1/4"
5.6 mm 

  1  

 Diamond Cutting & Grinding (ECD) 


