For professional cutting of all types of ceramic tile, ideal for porcelain
stoneware and extruded stoneware.
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Cut & Drill

Il Highly precise scoring.
Fl Entire system highly efficient.
[F Reinforced components. Heavy duty.

I High breaking power (1,200 kg) - MASTER

POWER. One-handed operation.

- Head with extra-long aluminium sliders with “self-lubricating"
friction bearings.

- Portable breaker with aluminium pressure pad, equipped with
plastic protector to avoid marking delicate surfaces. Better
visibility of the scoring and cutting zone.

- The pressure pad is locked by a ratchet mechanism and is
unlocked by the trigger, allowing one-handed scoring and
breaking for faster use. Increases performance with both thin
and thick materials.

- Injected-aluminium base, reinforced with a central rib, for
increased strength.

- Floating tables and supplementary arms for large-size ceramic
tile, increases cutting stability.

- Rotating square, with central pivot point and lateral end stop.
Greater precision in angle cuts.

- Handle with soft grip for better ergonomics and comfort.

- Equipped with @ 8 mm SILVER and @ 22 mm EXTREME scoring
wheels. Compatible with the entire plus line of scaring wheels,

- Includes a carrying case (the 1250 model is equipped with
wheels to transport the machine).

Accessories
: Ref. 18980

Maintenance Kit

15/16"  20x20"  1/8-13/16" 2646Llb  293Lb
TX-710 MAX 17909 PREMIUM 1 10
7lem  S0xs0cm  3-2lmm 1200kg 133 kg
403/16" 279/16x279/16"1/8-13/16" 2646 b 428 Lb
TX1020 MAX 11915 PREMIUM Y 102cm  70x70cm  3-21mm 1200kg 194 kg ! 10
493/16" 337/16x337/16' 1/8-13/16" 26461  57Lb
TX-1250 MAX 7921 PREMIUM 10
125cm 85x85cm  3-2lmm 1200kg 26 kg

*There are some materials over 15mm thick which, due to their physical properties, possible inner or surface tensions, are difficult to cut manually. It is recommended to make some sample cuts to determine the compatibi-

lity of the product.
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