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Dear STARING Customer,
Thank you for choosing a STARING product.
Please read this user manual carefully before using the blower..
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1. TECHNICAL DATA

Motor Specifications
Air Intake........................................................................................................ 3500 m3/hour
Motor.......................................................................................................................0,75 kW
Bearings............................................................................................ Permanently lubricated
RPM..............................................................................................................................2850

Dimensions
Diameter...................................................................................................................304 mm
Weight..........................................................................................................................15 kg
Height.........................................................................................................................54 cm
Length.........................................................................................................................44 cm
Width..........................................................................................................................36 cm

• 3500 m3 per hour
• Net weight: 15 kg.
• Designed for stacking — saves workspace and storage space.
• 0.75 kW electric motor
• Designed for the installation of up to 38 meters of straight ducting.

Air Volume Overview................................................................................................. m³/hour
Free air..........................................................................................................................3500
5 m straight...................................................................................................................2970
5 m + 1 × 90° bend.......................................................................................................2740
5 m + 2 × 90° bends.....................................................................................................2460
8 m straight...................................................................................................................2740
8 m + 1 × 90° bend.......................................................................................................2540
8 m + 2 × 90° bends.....................................................................................................2430
15 m straight.................................................................................................................2600
30 m straight.................................................................................................................2110

Motor Specifications
Voltage..................................................................................................................230V AC~
Frequency................................................................................................................... 50 HZ
Electric Motor.............................................................................................................. 1 H.P.
Current............................................................................................................................ 6 A
RPM..............................................................................................................................2850
Watt............................................................................................................................ 750W
BS Number........................................................................................ ‘BS3456 APPROVED’

VAF-300 Series Accessories:
Ducting • Duct Coupling • Reducer • Storage Rack • Filter • Carpet Nozzle
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2. INTRODUCTION

Never allow anyone to use or connect the machine/blower without first thoroughly reading this 
instruction manual and familiarising themselves with all details concerning the use of 
the blower.

 DANGER
The blower is designed solely as a portable air-moving unit.
It is not intended and must not be used for transporting liquids or solid objects.
The electric motor and the blower housing must not be used in rooms or areas with explosive 
or flammable atmospheres, gases, or similar substances. Doing so will result in immediate 
damage to materials, machinery, and may cause severe injury or even death. Incorrect use 
of the blower can cause electric shock and damage to materials and people. Always use 
the blower in full compliance with safety, electrical, and other applicable regulations.

 DANGER
Incorrect use of the blower can cause serious injury or death.
To reduce this risk:
Always remain aware that you are working with a rotating machine — keep hands and 
limbs away from moving parts.
Always monitor the surroundings, as atmospheric conditions may change. It is therefore 
recommended to use a gas detector in the room where the blower is operating.
If explosive or flammable atmospheres, gases, or similar substances are detected, the 
blower must under no circumstances be used or connected.
Read and understand this safety recommendation together with the general safety 
information for the environment in which the blower is used.

3. PREPARATION

•	 Familiarise yourself with the operation of the blower before use.
•	 Confirm that the blower is original — i.e., factory-new, in its original condition, packaging, 
	 and configuration, and not modified in any way.
• 	Minors must not operate or connect the blower.
• 	When using lifting aids or moving the blower, always lift correctly — never using your 
	 back, but by bending your knees and using your leg muscles.
• 	Carry out periodic inspections of the blower for damage and wear — both visually and 
	 with appropriate electrical/mechanical testing. This must be done by a qualified technician.
• 	Know where and how to switch off the blower — during normal use and in emergencies.

Switch off the blower by pressing the ON/OFF button so it is in the OFF position. 
The switch is located on the side of the blower.
Alternatively, disconnect the blower at the power outlet or by removing the plug. 
Always switch off the power before removing the plug.
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4. GENERAL SAFETY INFORMATION
This instruction is for your protection and safety. Please read it carefully, as misuse or incorrect 
operation can lead to injuries and unsafe conditions. The basic safety precautions must always be 
followed.

•	 Never immerse the unit in water — do not submerge it, and do not wash it with water, as this 
	 may cause electric shock or short circuit.
• 	Never allow the air intake to be blocked.
• 	Never use the blower with flammable, explosive, or any kind of chemical substances — 
	 regardless of whether the intake air is dry or moist.
• 	Do not use the blower in explosive or flammable environments.
• 	Do not use the blower in areas containing gas-filled air.
• 	Do not use the blower for liquid media.
• 	Do not use the blower with petrol, petrol vapours, or similar substances.
• 	Never insert objects into the blower — from either end — unless the blower is disconnected 
	 from the power supply and has come to a complete stop.
• 	Never use the blower outdoors in rainy weather. Never leave the blower outdoors.
• 	Never allow the blower to be used as a toy or allow playing near the operating area.
• 	Use extreme caution when children are nearby.
• 	Only operate the blower when it is correctly connected to a power source — i.e., with proper 
	 grounding.
• 	Never leave the blower plugged in when not in use. Always ensure the plug is removed. 
	 Disconnect the blower during servicing or when leaving it unattended.
• 	Never use the blower with a damaged plug or power cord.
• 	Always contact an authorised service centre if the blower has been dropped, left outdoors, or 
	 exposed to water.
• 	Never lift or pull the unit by the cable — and never use the cable for securing or hanging the 
	 blower. Do not trap the cable (e.g. in a door), and ensure it is not damaged, cut, or exposed to 
	 sharp objects. Keep the cable away from hot surfaces.
• 	Never disconnect the blower by pulling the cable. Always grasp the plug itself.
• 	Never touch the blower, cable, or plug with wet or damp hands.
• 	Never insert any foreign objects into the blower — from either end.
• 	Never operate the blower with loose hair — always use a hair net. Do not operate the blower 
	 with loose-hanging clothing. Keep fingers and all other body parts away from the intake and 
	 outlet openings.

NOTE: Never allow water to enter the motor section. If the motor becomes wet for any reason, 
carefully dry it and ensure the blower is completely dry before reconnecting and using it again.
Always ensure the blower is connected with proper grounding (green/yellow wire). If grounding is 
not present, immediately contact a qualified electrician to correct the issue. Until then, disconnect 
the blower from the power supply, as lack of grounding can cause electric shock and severe injury 
or damage.

If the blower is operated without proper grounding, the warranty will be void.
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5. INSTRUCTIONS FOR USE AND SAFETY

The blower is delivered fully assembled and ready for use. However, always inspect the plug 
at the end of the power cable to ensure it meets the required standards — including proper 
grounding. After opening and unpacking, we recommend inspecting the blower for damage, 
defects, or missing parts.

This inspection should also reveal any damage that may have occurred during transport.
Before connecting the blower, check that the air inlet and outlet openings are not blocked 
and that no foreign objects are present that could obstruct the airflow.
When the blower is connected and tested, verify the rotation direction — the blower must 
rotate in the same direction as indicated by the arrow on the side of the blower housing..

When using the blower with ducting:
A. 	 Never attach the ducting while the blower is connected to the power supply.
B. 	 Place the duct over the duct collar. Ensure that the duct is securely and correctly 
		  attached — and confirm that you are connecting the duct to the correct end of 
		  the blower.

WARNING – THIS MACHINE MUST BE PROPERLY EARTHED.

The supply cable conductors have the following colour coding::
BLUE – NEUTRAL
BROWN – LIVE
YELLOW/GREEN – EARTH (GROUND)

If the wire colours of the power cable do not correspond with the markings of the outlet 
or connector intended for the blower, contact a qualified electrician immediately — before 
connecting the blower.

The cable must be connected by a qualified electrician. Ensure that live is connected to live, 
neutral to neutral, and the earth conductor securely to earth.

Always ensure the blower is correctly connected before use. If in doubt — contact a quali-
fied electrician.

The blower must be protected by a 13A fuse.

Some work areas are classified as hazardous due to explosion risk or the presence of flam-
mable gases or vapours.

The blower must not be used or connected in these hazardous zones.
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5. INSTRUCTIONS FOR USE AND SAFETY

 DANGER
The electric motor and blower housing are not designed for use in explosive or flammable 
environments. Using the blower in such areas can cause severe and catastrophic damage to 
equipment and may lead to serious injury or death. The blower may only be used as a portable 
unit for supplying fresh air.
Safety can only be ensured by first performing a gas measurement in the work area and continu-
ously monitoring the atmospheric conditions around the blower..

 DANGER
Always cordon off a work area around the blower. Never enter this area before gas measure-
ments have been carried out and the area has been declared safe for the use of electrical equip-
ment. Always comply with the safety regulations in place for the specific work environment.

 DANGER
Always disconnect the blower and remove the plug from the socket to prevent unintended 
start-up by unqualified personnel — for servicing, cleaning, or when using tools or other objects 
inside the blower. Never insert fingers or any body parts into the blower.
Always ensure the fan blades are clean. Dust, paint, or similar residues on the blades will cause 
imbalance, which may lead to damage. Never use a high-pressure washer for cleaning.

 DANGER
Never operate the blower unless it is securely placed and fastened.
Always ensure the safety grille is correctly mounted and firmly attached.

6. WARRANTY

1. 	A 12-month warranty is provided from the date of delivery.
2. 	The warranty covers all malfunctions resulting from material or manufacturing defects.
3.	 Staring reserves the right to remedy the defect by replacement, exchange, or repair.
4.	 Shipping costs are the responsibility of the buyer.
5.	 Replaced parts become the property of Staring Maskinfabrik A/S.
6.	 .The manufacturer accepts no liability for consequential damages or potential production loss.
7.	 To qualify for warranty service, the defect must be reported immediately when it occurs.

THE WARRANTY DOES NOT COVER
1.	 Damage caused by incorrect electrical connection.
2.	 Repairs carried out by unauthorised personnel.
3.	 Damage resulting from misuse, negligence, or transport damage.
4.	 Normal wear and tear.
5.	 Use of non-original spare parts.

For all warranty claims, the type number and machine number must be provided (these can be 
found on the machine’s nameplate). In addition, the fault symptoms or cause of the defect must 
be specified.
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7. BLOWER TROUBLESHOOTING

NOTE
All service procedures must be performed by authorised technicians or qualified Staring per-
sonnel. Always ensure the blower is disconnected from the power supply before servicing.

PROBLEM POSSIBLE CAUSE SUGGESTED SOLUTION

The unit does not run

• Not connected to power
• Switch is in OFF position
• Damaged switch
• Faulty or broken cable

• Connect properly – check fuse
• Set switch to ON
• Replace switch
• Repair/replace cable – contact a 
   technician

The unit runs, but the blower makes 
loud scraping noise

• Blower is rubbing against something
• Housing or blade is damaged

• Replace damaged parts
• Replace damaged parts

The unit runs, but vibrates excessively
• Motor shaft bent / out of balance
• Blower blade bent
• Dirt or debris on the blade

• Udskift motor
• Udskift ventilatorvinge
• Rengør/udskift ventilatorvinge

The unit runs, but no air is blowing
• Blower is jammed
• Loose or broken wire to capacitor
• Housing damaged

• Move/repair necessary components 
to free the blower
• Repair/replace wire or capacitor
• Repair/replace housing

The unit runs briefly, then trips the fuse

• Damaged bearings / motor damage
• Safety grille blocked
• Duct too long / too much back     
   pressure

• Replace motor
• Remove blockage
• Reduce duct length or remove the 
   cause of back pressure
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.sTARING CE 
EU Declaration of Conformity 

Company 

Responsible person 

Description 

Details of electronic equipment Model No. 

Directives applicable to this equipment  

STARING A/S 

Starengvej 9-11 

DK - 9700 Brønderslev 

Danmark 

Tommy Bredal 

Transportabe! el. drevet ventilator 

VAF-200, VAF-300,VAF-400, VAF-800 

2014/30/EU, 2014/35/EU, 2009/125/EC (EN) No. 327 /2011 

Harmonised standards used to verify conformity with directives: 

EN 60335-1:2012, 2014, AC:2014 

EN 60335-2-80:2003, Al:2004, A2;2009 

EN 55014-1:2006,A1:2009,A2:2011,EN 5014-2:2015 

EN 61000-3-2:2014,EN 61000-3-3:2013, 

EN 62233:2008, AC:2008 

CE Marked YES

I declare that the machine described above is in full conformity with the COUNCIL DIRECTIVE of 
17 May 2006 on the approximation of the laws of the Member States relating to essential safety 
requirements of the European machinery directive. 

Signed: Tommy Bredal, C.E.O 

Tommy Bredal 

A better 
workday! staring.dk 

� ø�Æ&J]IJ!](!Ø 
Staring AIS Brønderslev d- 01.04.2019 

9700 Brønderslev 
Tlf. 98 82 16 22 - Telefax 98 82 55 91

Staring A/S Starengvej 9-11 
DK-9700 Brønderslev 
Tlf.: +45 9882 1622 
staring@staring.dk 

CVRNAT. no. DK 2767 2701 
Sparekassen Vendsyssel: 9070 1620411589 
!BAN no.: DK 7890701620411589 
Swift no.: VRSPDK221 
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9. EXPLODED VIEW OF BLOWER
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Staring A/S
Starengvej 9-11
DK-9700 Brønderslev
Tlf.: +45 9882 1622
staring@staring.dk
CVR.nr. DK 2767 2701 

staring.dk


