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GENEREL SIKKERHEDFOR ELVÆRKTØJ

ADVARSEL      Læs alle sikkerhedsadvarsler og instruktioner grundigt. 
Manglende overholdelse af advarslerne og instruktionerne kan resultere i elektrisk stød, 
brand og/eller alvorlig personskade. Gem alle advarsler og instruktioner til fremtidig reference.

1.	Sikkerhed på arbejdsområdet

	 a) 	Hold arbejdsområdet rent og godt oplyst. Rodede eller mørke områder øger risikoen
		  for ulykker.

	 b) 	Brug ikke elværktøj i eksplosive omgivelser, f.eks. i nærheden af brandfarlige væsker, 		
		  gasser eller støv. Elværktøj danner gnister, som kan antænde støv eller dampe.

	 c) 	Hold børn og tilskuere væk under brug af elværktøj. Forstyrrelser kan føre til tab af 
		  kontrol.

2.	Elektrisk sikkerhed

	 a)	 Elværktøjets stik skal passe til stikkontakten. Modificér aldrig stikket på nogen måde. 	
		  Brug ikke adapterstik med jordforbundne elværktøjer. Uændrede stik og matchende 
		  stikkontakter reducerer risikoen for elektrisk stød.

	 b) 	Undgå kropskontakt med jordforbundne overflader såsom rør, radiatorer, komfurer og 
		  køleskabe. Der er øget risiko for elektrisk stød, hvis din krop er jordforbundet.

	 c)	 Udsæt ikke elværktøj for regn eller fugtige forhold. Vand, der trænger ind i et elværktøj, 
		  øger risikoen for elektrisk stød.

	 d) 	Behandl ikke ledningen uhensigtsmæssigt. Brug aldrig ledningen til at bære, trække eller 
		  frakoble elværktøjet. Hold ledningen væk fra varme, olie, skarpe kanter eller bevægelige 
		  dele. Beskadigede eller sammenfiltrede ledninger øger risikoen for elektrisk stød.

	 e)	 Hvis elværktøj bruges udendørs, anvend en forlængerledning, der er beregnet til 
		  udendørs brug. Brug af en godkendt udendørs forlængerledning reducerer risikoen 
		  for elektrisk stød.

	 f) 	 Hvis brug af elværktøj på et fugtigt sted er uundgåeligt, skal der anvendes en r
		  eststrømsafbryder (RCD). Brug af en RCD reducerer risikoen for elektrisk stød.

Bemærk: Udtrykket ”reststrømsafbryder (RCD)” kan også omtales som 
”jordfejlafbryder (GFCI)” eller ”jordlækageafbryder (ELCB)”.



3	 Personlig sikkerhed

	 a) 	Vær opmærksom, fokuser på det, du laver, og brug sund fornuft ved brug af elværktøj. 	
		  Brug ikke elværktøj, hvis du er træt eller påvirket af stoffer, alkohol eller medicin. 
		  Et øjebliks uopmærksomhed kan føre til alvorlig personskade.

	 b) 	Brug personligt beskyttelsesudstyr. Bær altid øjenbeskyttelse. Beskyttelsesudstyr 
		  som støvmaske, skridsikre sikkerhedssko, hjelm eller høreværn reducerer risikoen for 
		  personskader afhængigt af arbejdsforholdene.

	 c)	 Forebyg utilsigtet opstart. Sørg for, at tænd/sluk-knappen er i ”off”-positionen, før du 
		  tilslutter strømkilden eller batteripakken, samt når du løfter eller transporterer værktøjet. 
		  At bære elværktøj med fingeren på kontakten eller at tilslutte værktøj med kontakten 
		  aktiveret kan føre til ulykker.

	 d)	 Fjern justeringsnøgler eller skruenøgler, før du tænder for elværktøjet. En nøgle, der 
		  sidder fast i en roterende del, kan forårsage personskade.

	 e)	 Undgå overstrækning. Stå stabilt og hold balancen under arbejdet. Dette sikrer bedre 
		  kontrol over elværktøjet i uforudsete situationer.

	 f)	 Klæd dig korrekt på. Undgå løstsiddende tøj eller smykker, og sørg for, at hår, tøj og 
		  handsker holdes væk fra bevægelige dele. Løstsiddende tøj, smykker eller langt hår 
		  kan blive fanget i roterende dele.

	 g)	 Hvis elværktøjet har tilslutning til støvudsugning eller -opsamling, skal du sikre dig, 
		  at systemet er korrekt tilsluttet og bruges korrekt. Brug af støvopsamling reducerer 
		  støvrelaterede farer.



ELEKTRISK MODSTRØMSBLANDER
Læs og forstå brugermanualen, før du betjener maskinen, og opbevar manualen 
sikkert. Brug ikke maskinen, før du har læst manualen og forstået dens vejled-
ning samt fejlfinding.

1. TEKNISKE DATA:

Effekt	............................................................................................................... 1200W
Spænding/Frekvens: ........................................................................220-240V / 50Hz
Intern blandehastighed: ..................................................................................420/min
Ekstern blandehastighed: .................................................................................42/min
Blandekar størrelse: ..............................................................................................65 L
Blandekapacitet: ...................................................................................................50 L
Blander: ............................................................................................. Ø140 x 235 mm
Værktøjstilslutning: ............................................................................................... M14



2. SAMLEVEJLEDNING

Som vist på Billede 1, placér bundbasen og støttearmen, indsæt aksel B, og fastgør den 
med M8-møtrikker. Monter derefter vippearmsenheden, indsæt rotationsakslen, og fastgør 
den med en splitbolt.

Som vist på Billede 2, indsæt først låsepladen i noten på siden af armen. Placér derefter 
M8-møtrikken i noten på toppen af armen, indsæt armen i drejesædet, og fastgør den med 
en M6x5 krydspanhovedskrue og en M8X10 krydspanhovedskrue.

Maskinkroppen samles på samme måde.

Som vist på Billede 3, fastgør først den ydre blanderstang til drejeskiven, og stram den 
med venstregængen. Skru derefter den indre blanderstang fast i drejeskiven.
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GENERAL POWER TOOL SAFETY WARNINGS

WARNING      Read all safety warnings and all instructions. 
Failure to follow the warnings and instructions may resuit in electric shock, fire and/or 
serious injury. Save all warnings and instructions for future reference.

1.	Work area safety

	 a) 	Keep work area clean and well lit.Cluttered or dark areas invile accidents.

	 b) 	Do not operate power tools in explosive atmospheres. such as in the presence of
		  flammable liquids, gases or dust. Power tools create sparks which may ignile the
		  dust or fumes.

	 c) 	Keep children and bystanders a way while operating a power tool. Distractions can
		  cause you to lose control.

2.	Electrical safety

	 a) 	Power tool plugs must match the outlet. Never modify the plug in any way. Do not
		  use any adapter plugs with earthed (grounded) power tools. Unmodified plugs and
		  matching outlets will reduce risk of electric shock.

	 b) 	Avoid boby contact with earthed or grounded surfaces, such as pipes, radiators,
		  ranges and refrigerators. There is an increased risk of eiectric if your boby is
		  earthed or grounded.

	 c) 	DO notexpose power tools to rain or wet conditions. Water entering a power tool
		  will increasa the risk of electric shock.

	 d) 	Do not abuse the cord. Never use the cord for carrying. pulling or unplugging the
		  power tool. Keepcord away from heat. oil, sharp edges or moving parts. Damaged
		  or entangled cords increase the risk of electric shock.

	 e) 	When operating a power tool outdoors, use an extension cord suitable for
		  outdoor use. Use of a cord suitable for outdoor use reduces the risk of electric shock.

	 f) 	 If operating a power tool in a damp location is unavoidable, use a residual current
		  device (RCD) protected supply. Use of an rcd reduces the risk of electric shock.

NOTE The term “residual curert device (RCD)” may be redlaced by the term 
“ground faull circuit interrupter(GFCI)” or “earlh leakage circuit breaker (ELCB)”.



3.	Personal safety

	 a) 	Stay alert, watch what you are doing and use common sense when operatng a
		  power tool. Do not use a power tool while you are tired or under the influence of
		  drugs, alcohol or medication. A moment of inattention whife operating power tools
		  may result in serious personal injury.

	 b) 	Use personal protective equipment. Always wear eye protection. protective
		  equipment such as dust mask, non-skid safely shoes, hard hat, or hearing protection
		  used for appropriate conditions will reduce personal injuries.

	 c) 	Prevent unintentional starting. Ensure the switch is in the off-position before
		  connecting to power source and/or battery pack, picking up or carrying the tool.
		  Carrying power tools with your finger on the switch or energising power tools that have 
		  the switch on invites accidents.
	
	 d)	 Remove any adjusting key or wrench before turning the power tool on. A wrench or a
		  key left attached to a rotating part of the power tool may result in personal injury
	
	 e) 	Do not overreach .Keep proper footing and balance at all times. This enables better
		  control of the power tool in unexpected situations .

	 f) 	 Dress properly. Do not wear loose clothing or jewellery .Keep your hair, clothing
		  and gloves away from moving parts. Loose clothes , jewellery or long hair can be
		  caught in moving parts.
	 g) 	 If devices are provided for the connection of dust extraction and collection
		  facilities, ensure these are connected and properly used. Use of dust collection can
		  reduce dust –related hazards.



ELECTRIC MORTAR MIXER
Please read and understand owner’s manual before operating the machine, 
keep well the manual. Don’t operate the machine until you read the manual 
and understand the operating and trouble shooting for the machine.

1. TECHNICAL DATA:

Power: ............................................................................................................. 1200W
Voltage/Frequency : ............................................................................220-240V/50Hz
Internal mixing speed: .....................................................................................420/min
External mixing speed: .....................................................................................42/min
Size of mixing tube: ..............................................................................................65 L
Mixing capacity: ....................................................................................................50 L
Paddle: ..................................................................................................ø140x235mm
Tool connection: .................................................................................................. M14



2. ASSEMBLY

As shown in Picture 1 place the bottom base and support frame, insert shaft B and 
secure with M8 nuts. Then place the rocker arm assembly, insert the rotating shaft and insert 
the cotter pin to fix.

As shown in Picture 2 firstly put the locking plate into the notch on the side of the arm, 
put the M8 nut into the notch on the top of the arm, and then insert the arm into the rotating 
seat and tighten it with the M6x5 cross pan head screw and the M8X10 cross pan head 
screw. 

The body components are fixed in the same way.

As shown in Picture 3 firstly clamp the outer mixing rod into the turntable and tighten it 
with the left-hand turning circle. Then screw the inner mixing rod into the turntable.

1
2

3



Staring A/S
Starengvej 9-11
DK-9700 Brønderslev
Tlf.: +45 9882 1622
staring@staring.dk
CVR.nr. DK 2767 2701 

staring.dk


