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VIBRATORY PLATES // 

For further info or placement of order! staring@staring.dk or +45 98 82 16 22

Vibratory Plates 
STV-135  /  STV-165 

Staring’s plate compactor series delivers ample power and user comfort for the 
task. Supplied vibration-dampened and equipped with powerful HONDA engines. 
 
Specifications:
•	 Hydraulic handle – Easy to switch for moving the plate compactor forward 
	 and backward, as well as performing stationary spot compaction.
•	 Adjustable handle – Can be set to the desired working height.
•	 Durable vibrator unit – Equipped with two sets of eccentric shafts for high 
	 working efficiency.
•	 Sealed belt cover – Protects against the ingress of sand and soil.
•	 Optional extension plate and wheel kit – For increased flexibility and easy 
	 transport.

MODEL STV-135 STV-165

Staring Prod no. STV-135-400 STV-165-500

Engine 
5.5 HK - Honda motor 

GX160
9 HK - Honda motor 

GX270

Plate size (L x B) 650×400 mm 690×500 mm

Vibrating frequency 90 Hz 90 Hz

Centrifugal force (max) 20 kN 30 kN

Max.traveling speed 36 cm/s 25m/min

Compaction depth 40 cm 45 cm

Dimension 750×400×930mm 860×570×930mm

Weight 135 kg 165 kg

(EU 5 TYPE)

CAST IRON BASE PLATE 
– EXTRA DURABILITY AND 
LONG LIFESPAN.

INTEGRATED TRANSPORT 
WHEELS – ENABLE EASY AND 

FAST TRANSPORTATION.

HYDRAULIC HANDLE 
– ENABLES FORWARD 

AND REVERSE 
OPERATION.


